Tachyon Networks

Dimensions (approximate) 6inx4inx4in (15cmx10cmx10cm)

Max Pole Diameter 50mm/2in with included clamp;
unlimited with hose clamp (not incl.)
TNA-M-P

Elevation Adjustment +/- 15°

Azimuth Adjustment +/- 15°

Learn more at www.tachyon-networks.com

Tighten nuts fo secure the product

Do not overtighten Suitable for up to 50 mm diameter poles
Maximum torgue - 12Nm up to 40 mm if using hose clamps]
Recomended forgue - 10Nm

Tighten positioning bolis only affer
adjusting device fo desired position

Attach bracket fo enlosure using 4 x M58 bolis
Do not overtighten

Maxirmurm torgue - T0Nm Additional notes:
Recommended forgue - BNm

Jini Jimil Do not use power tools
’—‘ totighten precision
.,—' T bracket, you may
| permanstly damage

the bracket itself and
the integrityof the
precision bracket will

Adjustable elevation angle +/- 15° becompromised.

Unspecified tolerances: DIM 30 2768-fH

Tolerance Position Tolerances
Nominal Stroight holes
> = + and threads
Adjustable azimuth angle +/- 15° [ Q.1
&30 02

30 120 | 03 | Countersunk
120 215 | 04 | holes

215 | 1000 | 0.6
1000 | 2000 | 1.0
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ALL DIMENSIONS PROVIDED IN MILLIMETERS
DESCRIPTION:

M-P Mounting
instructions

DWG. MO SEE
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SCALE: 1:2 SHEET 7 CF 7

Rotate to adjust elevation Rotate to adjust azimuth

Tachyon Precision Mount Bracket for TNA-303X (and future models). Allows fine and
precision alignment adjustment when the TNA-303X is deployed with an applicable
TNA Antenna Kit.


http://www.tachyon-networks.com/
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